TMOV THERMO CUTTOF

FEATURES)

Steady State AC Voltage Range (Vyyacmus)

0V ~ 1000V

High Peak Surge Current Rating (I;.,) 8/20 i s Pulse

KA ~  40KA

Single-Pulse Energy Range (W) 10/1000 » s Square Wave

6] ~ 1400)

Operating Temperature Range

-55C ~ +85C

Storage Temperature Range

-55C ~ +857C

Hi-Pot Encapsulation (Isolation Voltage Capability )

2500 Vpe

Isolation Capability (When thermal clement is open)

600 Vpe

Insulation Besistance

>1000 M Q

Maxinmum Voltage-Temperature Coefficient

<0.01%/ C

Response time

< 15ns

Limited Currenl Test
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ELECTRICAL CHARACTERISTICS

SPECIFICATION (25'C) MAXIMUN RATING (857C)

Ip Clamping Continuous CERTIFICATION
Vanstor Vollage @ p‘u‘u]ng: Typical Voltage Energy Peak Current
ITEM KO {lmA DC) Capacitapce

& = (LT TE 820
(8/20us) Vaus | Voo i e

. W
Ve » | o Vo [ Vaso o iy o '!'“.
TMOVIN.E204A 82 135 : 56
TMOVI0-101A 100 165
TMOVIO-I21A 120 200
TMOVIO-131A i [ 150 : 250
TMOVIO-18 LA 180
THMOVIO-201A 200
TMOVI0-221A 220
TMOV20-241A 240
TMOVI0-2T1A 2 270
TMOVIH-301A 300
TMOVI0-331A 330
TAMOVI0.I61A 360
THMOVIO-I91A - 390
TMOVI0-431A : 4310
TMOVI0-4TIA 470
TMOV2B-511A 10
TMOVIO-5514 : 60
THMOV 06214 - 620
THMOVI0-681A 680
THMOVIETIIA T50
THMOVIEE2IA ; #20
TMOVIN911 A G10
TMOVI0- 1024 1000
TMOVID-112A 1100
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ELECTRICAL CHARACTERISTICS

SPECIFICATION (25°C) MAXIMUN RATING (857T)
@lp‘;l:;;urg CE ﬁﬂ, W;;:-* Ny CERTIFICATION
(£ 20u 5) Vi
bkl el (A
TMOV25-201A 204 340 170
THOV25-221A 220 3600
TMOV2S-241A 240
TMOVZE-2T1A 270 455
TMOV25-331A 330
TMOV25-361A 360 | b
TMOV2S-39EA 300 650
TRIOVIS-431A ; 430
TMOVZ5-471A 700
TMOVIS-S1LA
TMOVII-3614A
TMOVZ5-621A
THMOV25681A
TMOVIS-T51A
TMOVIE-TELA
TMOVS-821A
TMOV25-911A
TMOV23-0514
TMOVIE-102A
TMOV25-1124

Varistor Voltage
ITEN MO (1mADC)

101000 w5
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=511 A
561
-6 31 A
 SEB LA
=TS 1A
_=TE LA
B2 1A
-9114A
1012 4A
112 A

ELECTRICAL CHARACTERISTICS

SPECIFICATION (257) MAXIMUN RATING (85°C)

z Coil inisois - IFIc: N
@mﬂgms Typical Yoluge - CERTIFICATIO

e P
R e e

Varstor Voltage
ITEM NO. { ImA DC)

(820us) Vs | Voo
el » | & o €|l |
TMOV3Z-2014 200 340
TMOV3Z-221A 220 360 : 120
TMOV32-2414 240 395 : 200
TMOVIZ-2TIA 270 455
TMOVI2-331A 330 550
TMOVAZ-361A : 360
TMOV3Z-391A ; 300 650
TMOVIZ-431A 430
TMOVAZ-ATLA 79
TMOVAZ-5114
TMOVIZ-561A
TMOVIZ-6214
TMOVIZ-681A
TMOVAZ-TS1A
TMOVIZ-TEIA
THIOV32-821A
TMOVIZO11A
TMOVIZ-251A
TAMOVAZ- 102
THEOV3Z-112A




